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RTSS

2" - DN50 / PN16 1/2"G 1/2"G 170 300 70 250

0,10 ÷ 2,00

25

DX

Right

SX

Left

2 1/2" - DN65 / PN16 1/2"G 1/2"G 220 300 80 250 35

3" - DN80 / PN16 1/2"G 1/2"G 220 400 100 350 40

4" - DN100 / PN16 1/2"G 1/2"G 220 500 120 400 60

5" - DN125 / PN16 1/2"G - DN15 1/2"G - DN15 285 500 150 400 90

6" - DN150 / PN16 3/4"G - DN20 1/2"G - DN15 285 750 180 650 130

8" - DN200 / PN16 3/4"G - DN20 1/2"G - DN15 340 750 225 650 200

Materiale / Material:     
Filtering element

AISI 316L

    PARTIKKELFILTER
Filter åpning 0,1 - 2,0 mmRTSS

- Device used in the outlet of high 
purity water pipelines to control 
the loss of expensive resin and 
carbon caused by malfunctions or 
accidental breakage of nozzles. 
Prevent damage to equipment 
downstream filters, provide 
protection and capture particles 
larger than filter element. 
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How to order
Trap Standard inlet / outlet

So -   Slot opening
Material

Esempio / Example RTSS UNI DN80 0,30 316

It is possible to make traps 
on demand, modifying main 
dimensions and materials.  

Main sizes defined in 
according of desinged Slot 
Opening, Flow Rate and 
pressure loss.

           Standard dimensions for flanges UNI, ANSI / ASME on demand.




