
Section Lengh ranges Cross section Angle ~kg/m Max. belt 
speed

Bending 
frequency

Min 
pulley

Temperature
range

Standards

inch mm width x height m/s diameter

inch Li mm Li

Z /M 23 – 140 584 – 3556 10 x 6 38° 0.057 30 60 45 -40 – 80°C DIN 2215

A 14 – 300 355 – 7620 13 x 8 38° 0.108 30 60 71 -40 – 80°C  ISO 4184

B 18 – 600 457 – 15240 17 x 11 38° 0.179 30 60 112 -40 – 80°C  

C 36 – 600 914 – 15240 22 x 14 38° 0.320 30 60 180 -40 – 80°C  

D 80 – 600 2032 – 15240 32 x 20 38° 0.672 30 60 315 -40 – 80°C  

E 80 – 600 2032 – 15240 40 x 25 38° 1.041 30 60 450 -40 – 80°C  

mm Ld

SPZ 637 – 3556 9,7 x 8 36° 0.086 40 100 63 -40 – 80°C   DIN 7753/1

SPA 890 – 7620 12,7 x 10 36° 0.128 40 100 90 -40 – 80°C   ISO 4184

SPB 890 – 15240 16,3 x 13 36° 0.210 40 100 140 -40 – 80°C   

SPC 1524 – 15240 22 x 18 36° 0.390 40 100 224 -40 – 80°C   

inch La mm La

3V 25 – 140 635 – 3556 9,5 x 8 38° 0.075 40 100 63 -40 – 80°C  RMA/MPTA

5V 50 – 600 1270 – 15240 15,9 x 13 38° 0.207 40 100 140 -40 – 80°C   

8V 80 – 600 2032 – 15240 25,4 x 23 38° 0.552 40 100 315 -40 – 80°C   

mm Ld

XPZ 560 – 3550 9,7 x 8 36° 0.075 50 120 50 -40 – 80°C  DIN 7753/1

XPA 560 – 4500 12,7 x 10 36° 0.112 50 120 63 -40 – 80°C   ISO 4184

XPB 580 – 7620 16,3 x 13 36° 0.184 50 120 100 -40 – 80°C  

	 *9000

XPC 650 – 7620 22 x 18 36° 0.343 50 120 160 -40 – 80°C

	 *12500

inch Li mm Li

ZX 22 – 100 559 – 2540 10 x 6 38° 0.055 50 120 40 -40 – 80°C   DIN 2215

AX 22 – 70 355 – 7620 13 x 8 38° 0.070 50 120 63 -40 – 80°C   ISO 4184

	 *400 	 *10160

BX 23 – 300 584 – 7620 17 x 11 38° 0.152 50 120 90 -40 – 80°C   

	 *400 	 *10160

CX 24 – 300 610 – 7620 22 x 14 38° 0.272 50 120 140 -40 – 80°C   

	 *600 	 *15240

DX 80 – 300 2032 – 7620 32 x 20 38° 0.571 50 120 280 -40 – 80°C   

	 *15240

inch La mm La

3VX 22 – 140 560 – 3550 9,5 x 8 38° 0.066 50 120 56 -40 – 80°C   RMA/MPTA

5VX 35 – 300 890 – 7620 15,9 x 13 38° 0.182 50 120 112 -40 – 80°C   

	 *354 	 *9000

8VX 100 – 300 2540 – 7620 25 x 23 38° 0.486 50 120 280 -40 – 80°C  

	 *600 	 *15240

* on request

This technical data sheet serves only as a technical guide and offers no guarantee of completeness or absolute accuracy

TECHNICAL DATA SHEET: V-BELTS

SWR-Europe - V-belts for every application

Innovative manufacturing methods with over a 50 years‘ experience in producing V-belts are the guarantors of consistently high quality. 

All products are electrically conductive in accordance with DIN ISO 1813. The SWR V-belts are fully suitable for tropical regions. 
They are conditionally resistant to oil and heat up to 120°C.

Flawless, reliable and durable products are the result of the most stringent quality controls and the latest production technologies.
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