
56 57

 

This series is designed for heavy interior and exterior applications for areas where high 

corrosion resistance and architectural design are required. Typically this series is used 

for residential and commercial spaces like in showrooms and galleries as well as in 

luxurious villas on the seaside. The series also includes the popular Soft Close mechanism 

and a Low-Headroom Plate for a final touch of luxury. Anodized aluminium up to 25 

microns and acid-proof stainless steel AISI 316 L quality guarantee corrosion resistance up 

to maritime conditions.

SERIES  SAGA 150 
Apartments and commercial spaces 

SAGA 150 Datasheet 
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Muokkaa taulukkoa
- liukuoven leveys lisätään 
- Otsikkopalkkiin kevyt harmaa

Weight (max.capacity) 150 kg / door

Door thickness 20-60 mm

Bracket interval (max.) 500 mm

Door width (min) 

when using 1 soft close
500 mm

Door width (min) 

when using 2 soft close
750 mm

Specifications

Hangers with nylon wheels with 440C precision 

bearings and steel body AISI 316 L-quality. 

 
Galvanized (25 μm) aluminium track, bracket 

and stop. 

 

AISI 316 L-quality steel parts. 

A3
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kg
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This extremely durable series is designed for heavy interior and exterior applications. 

Typically this series is used in entrance halls, galleries and auditoriums where durable 

and stylish sliding systems are required. Due to the series high corrosion resistance 

and durability for up to 300 kg weight capacity, this series can also be used in extreme 

weather conditions, for example in sliding doors on seaside villas. Anodized aluminium 

up to 25 microns and acid-proof stainless steel AISI 316 L quality guarantee corrosion 

resistance up to maritime conditions.

SERIES  SAGA 300
Apartments and commercial spaces 

Datasheet SAGA 300 

min. 25

8-
20

25

25

48

18
-2

8
53

In
st

al
la

tio
n 

he
ig

ht
 =

 2
0 

+ 
h 

+ 
18

 +
 5

3

h25-60

8-
20

25

25

57.5

18
-2

8
64

In
st

al
la

tio
n 

he
ig

ht
 =

 2
0 

+ 
h 

+ 
18

 +
 6

4

h
7.

5 
(2

pc
s 

ø 
6)

33.5

Muokkaa taulukkoa
- liukuoven leveys lisätään 
- Otsikkopalkkiin kevyt harmaa

Weight (max.capacity) 300 kg / door

Door thickness 25-60 mm

Bracket interval (max.) 500 mm

Specifications

Hangers with nylon wheels with 440C precision 

bearings and steel body AISI 316 L-quality. 

 
Galvanized (25 μm) aluminium track, bracket 

and stop. 

 

AISI 316 L-quality steel parts. 
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AOK-10 2 m (Al) 
Bottom guide channel. 
Usually attach to the bottom 
of the door.

50309

AOL-10/SAGA, AISI 316 L 
Floor fixing. 
(ø 12 mm).

10191

AO-10/SAGA, AISI 316 L 
Wall fixing. 
(ø 12 mm).

10192

AOL-150/SAGA 
Nylon 66. 
Floor fixing.  
(ø 6 mm) 
(Capacity 150 kg) 

10193

Stop KP-150/300/SAGA 
Stops the hanger inside the 
track. 
For tracks K-150/SAGA and  
K-300/SAGA.

10180

End cap PLH-150/SAGA 
Grey. 
Pair. 
For track K-150/SAGA. 

10185

End cap PLM-150/SAGA 
Black. 
Pair. 
For track K-150/SAGA. 

10186

Soft Close with one hanger 
OHP-150/SAGA 
Closes the door slowly and 
smoothly. 
For track K-150/SAGA. 
(Capacity 150 kg)

10164

 

 

 

K-150/SAGA 2 m (Al) 10102

K-150/SAGA 3 m (Al) 10103

K-150/SAGA 4 m (Al) 10104

K-150/SAGA 6 m (Al) 10106

K-150/SAGA 6 m (Al), Black 10116

 

 

MP-150/SAGA, AISI 316 L 
Nylon. 
For track K-150/SAGA.  
(Capacity 150 kg / pair)

10140

PLP-150/SAGA, AISI 316 L 
Top fixing. 
For timber door.  
For hangers MP-150/SAGA. 
(Door thickness min 20 mm)

10150

LHP-150/SAGA, AISI 316 L 
Low headroom plate. 
For timber door. 
For hanger MP-150/SAGA. 
(Door thickness 26-62 mm) 
(Plate adjustment: 8 mm) 
(Capacity 100 kg / pair)

10152

SK-150/300/SAGA 
Kiskoille K-150/SAGA ja 
K-300/SAGA.  
(Oven paksuus max. 50 mm)

10270

SK-150/300/SAGA 
Black. 
Kiskoille K-150/SAGA ja 
K-300/SAGA.  
(Oven paksuus max. 50 mm)

10171

ANODIZED ALUMINIUM TRACKS

BOTTOM GUIDES

ACCESSORIES

HANGER

CODE

CODE

SERIES SAGASERIES SAGA
SAGA 150

FIXING PLATES

WALL BRACKET
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10191
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Alaohjain AOL-10/SAGA
Bottom guide AOL-10/SAGA 
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Nimitys / Description

Kiskopysäytin KP-150/300/SAGA
Track Stop KP-150/300/SAGA 
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SERIES SAGA SERIES SAGA
 

 

Syncro duo SDS-150/SAGA/SC1 
Preinstalled. 
Include 1 x Soft close. 
For two doors. 
For simultalneous opening. 
(Capacity 80 kg)

10168

Syncro duo SDS-150/SAGA/SC2 
Preinstalled. 
Include 2 x Soft closes. 
For two doors. 
For simultalneous opening. 
(Capacity 80 kg)

10169

Syncroduo SD-150/SAGA 
Does not include track or soft close. 
For two doors. 
For simultalneous opening. 
(Capacity 150 kg)

10165

K-300/SAGA 2 m (Al) 10202

K-300/SAGA 3 m (Al) 10203

K-300/SAGA 4 m (Al) 10204

K-300/SAGA 6 m (Al) 10206

 

 

MP-300/SAGA, AISI 316 L 
Nylon. 
For track K-300/SAGA. 
(Capacity 300 kg / pair)

10240

PLP-100/150, M10, 
AISI 304 
Top fixing. 
For timber door.  
For hanger MP-300/SAGA. 
(Door thickness min 25 mm)

40102

ANODIZED ALUMINIUM TRACKS

ACCESSORIES

HANGER

CODE

SK-150/300/SAGA 
For track K-150/SAGA and 
K-300/SAGA.  
(Door thickness max. 50 mm)

10270

AOK 3 m, AISI 316 L 
Bottom guide channel. 
Usually attach to the bottom of 
the door or to the floor.

50310

AOL-12/SAGA, AISI 316 L 
Floor fixing. 
(ø 19 mm).

10190

AO-12,  AISI 304 
ø 19 mm. 
Seinäkiinnitys.

50325

Stop KP-150/300/SAGA 
Stops the hanger inside the 
track. 
For tracks K-150/SAGA and  
K-300/SAGA.

10180

End cap PLH-300/SAGA 
Grey. 
Pair. 
For track K-300/SAGA. 

10285

End cap PLM-300/SAGA 
Black. 
Pair. 
For track K-300/SAGA. 

10286

 

 

 

FIXING PLATE

Kisko AOK Rev

TW
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Kiskopysäytin KP-150/300/SAGA
Track Stop KP-150/300/SAGA 
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Aluminium gray plastic
Tuotenumero / Product number

 
Päätykappale PK-300/SAGA (pari)
End Cap PK-300/SAGA (Pair)

Nimitys / Description
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Aluminium gray plastic
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Päätykappale PK-300/SAGA (pari)
End Cap PK-300/SAGA (Pair)
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ACCESSORIES

SAGA 300

WALL BRACKET CODE
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This small mechanism provides additional comfort for the sliding door. The Soft Stop has two comfort-enhancing 
features: the Clip Stop feature, where the “cloves” catch the hanger, preventing the door from bouncing back when 
closing / opening the door, and a small damping pump that slows the door movement when it comes to a stop. Up to 
100 kg doors.

The Soft Stop is easy to install and fits completely inside the sliding track, leaving a finished look for the whole system.

Soft Stop – New generation stop with a damper 

•  Stops the door softly and keeps the door open / closed  

•  Mechanism is installed completely inside the track 

•  Easy to install

Available in series:

     75 (page 32) 

    Fits all 75-series sliding tracks (when               
      using MP-75 hanger)

The Soft Close system provides the final touch of luxurious feeling to the complete sliding door set. The system is  
similar to what we are used to in our kitchens that we love; slowly, silently and gently opening and closing the  
drawer is now available for sliding doors up to 150 kg.  
 
The 75 Flow Series has two Soft Close options: blue for lighter interior doors with a load capacity  
of 75 kg and black up to 100 kg. Now you can choose a Soft Close to better match  
the weight of your door. The Soft Close mechanism can be disassembled from the  
hanger, stored separately, or install it on an existing hanger.

The Soft Close of the SAGA series is suitable for interior doors and thanks to its  
corrosion resistance also for outdoor use. Robust construction and high-quality  
parts can even soften a 150 kg door´s closure.

Soft Close – Silent and effortless opening and closing 

•  Moves the door gently and evenly towards the open or closed position without user assistance 

•  Mechanism is installed completely inside the track 

•  Makes the sliding door safer with less risk of accidentally trapped fingers 

•  Easy to install as it comes already assembled into the hanger but can be installed  

    retrospectively as well 

Innovative design for interior wooden doors. Minimalistic finish with all parts concealed without the need for 
cover plates or pelmets by reducing the clearance between the track and the top of the door to a 
minimum of 2 mm.

Low-Headroom Plate (LHP) – For a minimalistic finish

•  Vertically adjustable plate for up to 100 kg 

•  Easy to install and adjust the gap between the door and the track 

•  The plate’s small size enables thinner door thickness and less  

    routing to be made 

•  Compatible with the Soft Close mechanism

Available in series:

     75 Flow (page 36)

       SAGA 150 (page 56)

Available in series:

     75 (page 32)

       SAGA 150 (page 56)
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The Syncroduo system, where a pair of sliding doors, hanging on one track, are connected to each other so that 

both doors open simultaneously by moving just one leaf.  The Syncroduo system fits completely inside of the sliding 

track. Also available with Soft Close. 
 

•  You can quickly open a larger doorway 

•  Mechanism is installed completely inside the track 

•  No extra mountings needed on the door or the frame 

•  Also available in pre-installed 

Syncroduo – Moves two doors at the same time 

The SAGA series is designed so that the sliding track acts already as a design element. By anodizing or powder 

coating the track, the combined options with the door are limitless. We offer from stock natural anodized and black 

anodized colours. Other colours are custom made.
 

Colour options – Pick the right colour for you 

Available in series:

     75 (page 32)

       SAGA 150 (page 56)

Available in series:

       SAGA 150 (page 56)


